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FOR INFORMATION ONLY:

ANCHOR BOLTS SHALL BE INSTALLED AFTER BEAMS ARE ERECTED IN PLACE.

ANCHOR BOLTS SHALL CONFORM TO SECTION 908.15.

 

TO MDOT STANDARD SPECIFICATION 707.03.C.16.

AT NO ADDITIONAL COST. ANCHOR BOLTS AND POSITION DOWELS SHALL BE GALVANIZED ACCORDING 

ANCHOR BOLT LENGTHS SHOWN ARE MINIMUM. BOLTS LONGER THAN THAT SHOWN MAY BE FURNISHED 

AASHTO M 270 GRADE 36.

STEEL FOR SOLE PLATES AND OTHER BEARING COMPONENTS SHALL MEET THE REQUIREMENTS OF 

GALVANIZED IN ACCORDANCE WITH AASHTO M 111, AS POSITION DOWELS FOR PRECAST BEAMS.

USE NON-DEFORMED STEEL RODS IN ACCORDANCE WITH AASHTO M 270 GRADE 36 AND HOT-DIP 

ES DENOTES EACH SIDE.

ON THE FINAL DESIGN DRAWINGS

ONLY AND SHOULD NOT BE INCLUDED 

THIS TABLE IS FOR INFORMATION 

  

  

THE ABOVE NOTES ARE FOR INFORMATION ONLY AND SHOULD NOT BE INCLUDED ON THIS SHEET.

SOLE PLATES ARE TO BE BEVELED WHEN THE CALCULATED BEVEL IS GREATER THAN 0.5%.

ELASTOMERIC BEARINGS FOR BEAM SPANS 20' AND 30' ARE PLAIN PADS WITH NO SHIMS PLATES.

REQUIRED IN THE DESIGN OF THE ELASTOMERIC BEARING PADS.

FOR SINGLE SPAN STRUCTURES 25'-0" OR LESS IN LENGTH, ALLOWANCE FOR EXPANSION IS NOT 


